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We consider relay channels in which the source-destination and relay-destination signals are assumed to be orthogonal and thus
have to be recombined at the destination. Assuming memoryless signals at the destination and relay, we propose a low-complexity
quantize-and-forward (QF) relaying scheme, which exploits the knowledge of the SNRs of the source-relay and relay-destination
channels. Both in static and quasistatic channels, the quantization noise introduced by the relay is shown to be significant in certain
scenarios. We therefore propose a maximum likelihood (ML) combiner at the destination, which is shown to compensate for these
degradations and to provide significant performance gains. The proposed association, which comprises the QF protocol and ML
detector, can be seen, in particular, as a solution for implementing a simple relaying protocol in a digital relay in contrast with the
amplify-and-forward protocol which is an analog solution.
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1. INTRODUCTION

The channels under investigation in this paper are quasistatic
orthogonal relay channels for which orthogonality is defined
accordingly to [1]. Since the source-destination channel is
assumed to be orthogonal to the relay-destination channel
(i.e., the forward channel), the destination receives two dis-
tinct signals. For the channels under consideration, there
are at least two important technical issues: the relaying pro-
tocol and the recombination scheme at the destination. So
far, three main types of relaying protocols have been con-
sidered in the literature: amplify-and-forward (AF), decode-
and-forward (DF), and estimate-and-forward (EF). From
the corresponding works, several observations can be made:
(a) from information-theoretic studies like [1, 2], it appears
that the best choice of the relaying scheme depends on the
source-relay channel (i.e., the backward channel) signal-to-
noise ratio (SNR) and that of the relay-destination channel;
(b) there are not many works dedicated to the design of prac-
tical EF schemes although the EF protocol has the poten-
tial to perform well for a wide range of relay receive SNRs
(in contrast with DF which is generally more suited to rela-
tively high SNRs); (c) the AF protocol is generally chosen for
its simplicity but implementation-related issues are often ig-
nored. In particular, while the DF protocol is clearly suited to

digital implementations, most of the existing research on the
AF protocol makes the questionable assumption that relays
are perfect analog devices which forward a scaled copy of the
received signal.

One of the motivations for the work presented in the pa-
per is precisely to propose low-complexity relaying schemes
(comparable to the AF protocol complexity) that can be im-
plemented in a digital relay transceiver (in contrast with the
AF protocol) and use the knowledge of the SNRs of the for-
ward and backward channels in order for the relay to op-
timally adapt to the forward and backward channel condi-
tions. To achieve these goals, the main solution proposed is
a quantize-and-forward (QF) protocol for which forward-
ing is done on a symbol-by-symbol basis and aims to mini-
mize the mean square error (MSE) between the source signal
and its reconstructed version at the output of the dequan-
tizer at the destination. Some researchers have also referred
to the classic Wyner-Ziv source coding scheme in [3] as QF
[4, 5]. Our practical approach, which ultimately aims to min-
imize the raw bit-error rate (BER) at the destination for a
fixed transmit spectral efficiency and does not exploit error
correcting coding, differs from these information-theoretic
works. It also differs from other practical studies on EF pro-
tocols, such as [6–8] in the sense that the corresponding re-
laying schemes are not analytically optimized by taking the
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SNRs of the backward and forward channels into account.
Rather, our work is based on the joint source-channel coding
approach originally introduced in [9] for the Gaussian point-
to-point channel where the authors extended the original it-
erative Lloyd algorithm by designing a scalar quantizer that
takes into account the channel through which the quantized
Gaussian source is to be transmitted. The authors of [10] ap-
plied this approach in the context of the binary symmetric
channel (BSC) and proved that the corresponding distortion
is a nonincreasing function of the number of iterations of the
optimization algorithm. In this paper, we further extend the
iterative algorithm of [9] in the context of quasistatic orthog-
onal relay channels by taking into account both the forward
and backward channels and providing a nonrestrictive suf-
ficient condition for convergence of the derived algorithm,
similarly to [10].

This paper is organized as follows: in Section 2, the sig-
nal model for the orthogonal relay channel, main assump-
tions, and notation are given; in Section 3, the proposed QF
scheme and a modified AF scheme are provided; in Section 4,
we propose an ML detector (MLD) in order to account for
the quantization noise introduced by the relay; in Section 5,
the proposed schemes are evaluated in terms of raw BER and
compared with AF, which serves as a reference strategy; con-
cluding remarks are provided in Section 6.

2. SYSTEM MODEL

The source is assumed to be represented by a discrete-time
signal x, which takes its value in the finite set of equiprob-
able symbols X = {x1, . . . , xMs} and is subject to a unit av-
erage power constraint: E[|x2|] = 1. For sake of simplicity,
square Ms-QAM symbols with independent real and imag-
inary parts are assumed. More importantly, the samples of
the source, denoted by x(n) where n is the time index, are as-
sumed to be independent and identically distributed (i.i.d.)
as in [9, 10]. In the context of digital communications, this
assumption is generally valid because of interleaving, dither-
ing, or equivalent operations. In order to limit the relay and
receiver complexity, we will not exploit the interactions be-
tween the quantizer and the error correcting coders, possi-
bly present at the source and relay. Therefore the assumption
made on the source samples and channel model (described
just below) implies that there is loss of optimality by assum-
ing scalar quantizers, that is, symbol-by-symbol forwarding
at the relay, instead of vector quantizers [11]. At each time
instant n the source broadcasts the signal x(n), which is re-
ceived by the destination and relay nodes. The received base-
band signals can be written:

ysd(n) = hsd × x(n) +wsd(n),

xsr(n) = hsr × x(n) +wsr(n),
(1)

where wsd and wsr are zero-mean circularly symmetric com-
plex Gaussian noises with variances σ2

sd and σ2
sr, respectively.

The complex coefficients hsd and hsr are, respectively, the
gains of the source-destination and source-relay channels. In
this paper, for simplicity of presentation, most of the deriva-
tions are conducted for static channels, so hsd and hsr are

constant over the whole transmission. Therefore, the pres-
ence of these gains makes only sense in the quasi-static case
whereas in the context of static channels they could be re-
moved. In this case, these quantities are assumed to be con-
stant over a block duration and vary from block to block. In
the simulation part both cases will be analyzed and Rayleigh
block-fading will be assumed for modeling the channel gains
in the case of quasistatic channels. In this case, for each block,
hsd and hsr are the realizations of two independent Gaussian
complex random variables. Note that, thanks to the indepen-
dency assumption between all the fading gains, the presence
of the relay will provide more degrees of freedom in the chan-
nel, which will be exploited at the receiver through signal
combiners that will provide a diversity order of two instead of
one (this assertion can be proven for the two combiners pro-
vided in this paper, for more information see [12]). There-
fore, one has to keep in mind that in quasistatic channels
the performance gain due to the presence of the relay can
also come from the qualities of the source-relay and relay-
destination channels but is, in general, essentially due to the
higher diversity order. In static channels (namely, Gaussian
channels or fading channels with a strong Rician compo-
nent) only a gain in terms of SNR can be expected.

The relay forwards the cooperation signal xr(n) to the
destination. We assume memoryless and zero-delay relaying.
The memoryless assumption is a consequence of the previ-
ously mentioned independence assumptions while the zero-
delay assumption can be satisfied by resynchronizing the di-
rect and cooperation signals at the destination. Under these
assumptions xr(n) = f (xsr(n)) for some memoryless func-
tion which is chosen to satisfy a unit average power con-
straint E[|xr|2] = 1. Since the relay function and channels
are memoryless, in the sequel we will at times omit the time
index n from the signals. For the QF protocol the relaying
function comprises a zero-memory quantization operation
(denoted by Q) followed by an Mr-QAM modulation (de-
noted by M). In the case of the clipped AF protocol, there is
no modulation since the relay is assumed to generate a con-
tinuous signal. The cooperation signal received at the desti-
nation is written:

yrd(n) = hrd × xr(n) +wrd(n)

= hrd × f
[
hsrx(n) +wsr(n)

]
+wrd(n),

(2)

where the notation is defined above. Orthogonality between
the received cooperation signal yrd and direct signal ysd can
be implemented by frequency division (FD). The optimal
bandwidth allocation issue is beyond the scope of this paper,
thus we assume that ysd and yrd have the same bandwidth.

At the destination, two types of combiners can be as-
sumed. We will use either a conventional maximum ratio
combiner (MRC) or a more sophisticated detector, namely
the MLD, which will be derived in Section 4. The reason
for introducing the latter combiner will be clearly explained
in Section 4. Figure 1 summarizes the system model when
QF is assumed. The notation D stands for decoder, which
jointly incorporates the demodulation and de-quantization
operations. On the other hand, when the relay amplifies-
and-forward, D is the identity operator and Q and M are
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Figure 1: System model for the quantize-and-forward protocol.

replaced with a linear function in the AF case and a nonlin-
ear function in the clipped AF case (Section 3.2).

3. RELAYING SCHEMES

3.1. Optimum quantize-and-forward

The most natural way to quantize and forward the signal re-
ceived by the relay is to quantize xsr in order to minimize the
distortion D00 � E[|x̂sr − xsr|2], map the quantizer output
onto a QAM modulation and send it to the destination. As
σ2

rd→0 and the number or quantization bits increases, this
quantization strategy becomes optimum since it achieves the
performance of a 1×2 single-input multiple-output (SIMO)
system. On the other hand, if xsr is quantized with a high
number of bits and sent through a bad cooperation channel,
minimizing D00 is no longer optimal. This is why minimiz-
ing D01 � E[|x̂rd − xsr|2] can be more efficient as shown by
[9, 10, 13, 14] in the context of the point-to-point Gaussian
channel. In the context of the relay channel we know that the
source-relay channel quality also plays a role in the receiver
performance. Therefore, we propose minimizing the MSE
between the reconstructed signal x̂rd and the original source
signal x, that is,D11 � E[|x̂rd−x|2], by assuming the SNRs of
the forward and backward channels are known to the relay.
The disadvantage of minimizing D11 is that in the high co-
operation regime the SIMO performance is not reached. We
will comment on this point further (Section 5.2).

Let us turn our attention to the quantizer itself. Since
the signal to be quantized is complex, the quantizer is com-
posed of two “subquantizers,” one for the real part of xsr and
one for its imaginary part. Quantizing consists in mapping
the signal xsr into a pair of rational numbers belonging to
VR × VI = {vR1 , vR2 , . . . , vRL} × {vI1, vI2, . . . , vIL}, where L= 2b/2

and b is the total number of quantization bits. As the real
and imaginary parts of the signal received by the relay are as-
sumed to be independent, the two subquantizers can be de-
signed independently and in the same manner. This is why,
from now on, we restrict our attention to the subquantizer of
the real part of xsr. The subquantizer maps xRsr � Re(xsr) onto
the finite set of representatives {vR1 , vR2 , . . . , vRL}. Let UR =
{uR1 ,uR2 , . . . ,uRL+1} be the set of the transition levels of the sub-
quantizer. The aforementioned mapping is done as follows:
if xRsr ∈ SRj = [uRj ,u

R
j+1) then its representative is vRj , where

j ∈ {1, 2, . . . ,L}. The quantizer output is then mapped onto
the constellation following the idea of [15]. The mapping is
done in such a manner that close representatives in the signal
space are assigned to close symbols in the modulation space.

Therefore, the most likely decision errors which appear in the
neighborhood of the symbol associated with the input repre-
sentative will result in a slight increase in distortion. We now
describe the quantizer optimization procedure. To find the
optimal pair of subquantizers at the relay, we minimize the
MSE D11 as follows. The distortion can be written as

D11 � E
[∣∣x̂rd − x

∣∣2
]

= E
[(
x̂ Rrd

)2]− 2E
[
x̂Rrdx

R
]

+ E
[(
xR
)2
]

︸ ︷︷ ︸
DR

11

+ E
[(
x̂ Ird

)2]− 2E
[
x̂ Irdx

I
]

+ E
[(
x I
)2
]

︸ ︷︷ ︸
DI

11

.

(3)

As DR
11 and DI

11 can be optimized independently and iden-
tically, we focus, hence forth, on minimizing DR

11. The latter
quantity can be shown to expand as

DR
11 =

∑

j

(
x Rj

)2
pj − 2

∑

j

x Rj p j

L∑

�=1

v R�

L∑

k=1

PRk,�

∫ uRk+1

uRk

φ
(
t − x Rj

)
dt

+
∑

j

p j

L∑

�=1

(
vR�
)2

L∑

k=1

PRk,�

∫ uRk+1

uRk

φ
(
t − xRj

)
dt,

(4)

where ∀ j ∈ {1, . . . ,
√
Ms}, pj = Pr[XR = xRj ] (i.e., the chan-

nel input statistics), ∀(k, �) ∈ {1, . . . ,L}2, PRk,� = Pr[x̂Rrd =
vR� |x̂Rsr = vRk ] (i.e., the forward channel statistics) and φ(t) =
(|hsr|/

√
πσ sr) exp (−|hsr|2t2/σ2

sr) is the probability density
function (pdf) of the real noise component Re(wsr) of the
signal received by the relay (i.e., the backward channel statis-
tics). Given a number of quantization bits, we now opti-
mize the subquantizer QR by minimizing DR

11 with respect
to the transition levels {uR� }�∈{1,...,L} and the representatives
{vR� }�∈{1,...,L}. For fixed transition levels, the optimum repre-
sentatives are the centroids of the corresponding quantiza-
tion cells which are obtained by setting the partial derivatives
of DR

11 to zero:

vR� =
∑√Ms

k=1 x
R
k pk

∑L
j=1P

R
j,�

∫ uRj+1

uRj
φ
(
t − xRk

)
dt

∑√Ms

k=1 pk
∑L

j=1P
R
j,�

∫ uRj+1

uRj
φ
(
t − xRk

)
dt

. (5)

When the representatives are fixed, it is not trivial, in gen-
eral, to determine the transition levels explicitly as is the case
for conventional channel optimized quantizers such as [10]
for which the backward channel is not present. The difficulty
is due to the presence of the function φ(·) in the MSE ex-
pression (for more information see Appendix A). Determin-
ing the transition levels then requires the use of an exhaus-
tive search algorithm. However, note that there are simple
cases such as a 4-QAM source, which is used in the sim-
ulations (Section 5), where both the optimum representa-
tives for fixed transition levels and optimum transition lev-
els for fixed representatives can be found. For a 4-QAM
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constellation, we have (xR, xI) ∈ {−A, +A}2. For fixed tran-
sition levels, we have for all � ∈ {1, . . . ,L} that

vR,∗
� = A×

∑L
k=1P

R
k,�

∫ uRk+1

uRk

[
φ(t − A)− φ(t +A)

]
dt

∑L
k=1P

R
k,�

∫ uRk+1

uRk

[
φ(t − A) + φ(t + A)

]
dt

, (6)

and for fixed representatives we have

uR,∗
� = σ2

sr

2A
ln

[∑L
k=1

(
PR�,k − PR�−1,k

)(
A + (1/2)vRk

)
vRk

∑L
k=1

(
PR�,k − PR�−1,k

)(
A− (1/2)vRk

)
vRk

]

.

(7)

Note that in (7) the strict positiveness of the argument of the
logarithm ensures the existence of the optimum transition
levels. We are now in position to provide the complete itera-
tive optimization procedure. Let i and ε be the iteration index
and the current value of the estimation error criterion of the
iterative algorithm. The algorithm is said to have converged
when ε reaches εmax.

(i) Step 1. Set i = 0. Set ε = 1. Initialize VR and UR

with the sets (say VR
(0) and UR

(0)) obtained from [10],
which correspond to a local optimum since the back-
ward channel is not taken into account.

(ii) Step 2. Set i→i+1. For the fixed partition UR
(i−1) use (6)

to find the optimal codebook VR
(i). For the fixed code-

book VR
(i) use (7) to obtain the optimal partition UR

(i).
If the realizability condition uR1 ≤ uR2 · · · ≤ uRL is not
met, stop the procedure and keep the transition levels
provided by the previous iteration.

(iii) Step 3. Update ε as follows:

ε =
∑L

k=1

∣
∣vRk(i) − vRk(i−1)

∣
∣

∑L
k=1

∣
∣vRk(i)

∣
∣

. (8)

If ε ≥ εmax, then go to Step 2, stop otherwise.
As with other iterative algorithms (e.g., the EM algo-

rithm), one cannot easily prove or ensure, in general, con-
vergence to the global optimum. When the backward chan-
nel was not present, the authors of [10] proved that the dis-
tortion obtained by applying the generalized Lloyd algorithm
is a nonincreasing function of the number of iterations. The
authors provided a sufficient condition under which the pro-
cedure is guaranteed to converge towards a local optimum.
The corresponding condition is not restrictive since it can be
imposed through the realizability constraint of the transition
levels [10] to the iterative procedure without loss of optimal-
ity. Recall that this constraint consists in imposing uR� to be
an increasing function of �. It turns out a similar result can
be derived in our context (see Appendix A) if one assumes a
zero-mean channel input (i.e., E[XR] = 0) and the backward
channel noise to be Gaussian. The obtained condition is as
follows: at each iteration step, ∀� ∈ {1, . . . ,L − 1}, E[X̂R

rd |
X̂R

sr = vR�+1] > E[X̂R
rd | X̂R

sr = vR� ]. If this condition is met, the
MSE will be a nonincreasing function of the iteration index.

To conclude this section we will make a few comments
on the complexity of the proposed protocol. Compared to
vector quantizers [16], the proposed solution is much sim-
pler since the creation, storage and computation complexi-
ties (for more information see, e.g., [17]) both grow expo-
nentially with the cell dimension (which is 1 for scalar quan-
tizers). If one wants to further decrease the complexity of the
quantizer, it is possible to simplify the proposed algorithm
by imposing the quantizer to be uniform (equispaced transi-
tion levels and representatives). Since the uniform quantizer
is entirely specified by its quantization step there is only one
parameter to be determined. We will not conduct a complex-
ity analysis here but it can be checked (Appendix C) that the
ratio of the optimum QF protocol complexity to that of the
uniform version is of the order of the number of iterations of
the proposed algorithm, which is typically between 5 and 10
in simulations. The uniform QF protocol can be obtained by
using [9] and by specializing the results presented here. The
performance of the corresponding scheme will be presented
in the simulation part.

3.2. Clipped amplify-and-forward

In this section, we propose a modified version of the AF pro-
tocol. Our motivation for proposing this new version of AF is
threefold. First, it optimizes the same performance criterion
as for the QF schemes, that is, the end-to-end distortion. Sec-
ond, it allows us to fairly compare the scalar QF schemes with
the scalar AF scheme given the fact that the conventional AF
does not exploit the knowledge of the SNRs of the source-
relay and relay-destination channels. Third, the clipped AF
bridges the gap between the QF and AF protocols since it
allows us to isolate the clipping effect naturally introduced
by the QF schemes. So, we now replace the quantizer with a
piecewise linear saturation function, which simply clips sam-
ples with magnitude above a chosen threshold β > 0. The lin-
ear threshold function which operates independently on the
real and imaginary parts of the signal is defined as

f Rβ
(
xR
) =

{
xR,

∣
∣xR

∣
∣ ≤ β,

β·sgn
(
xR
)
,

∣
∣xR

∣
∣ > β,

(9)

where we considered the case of the real part. We see that
the relay acts like a perfect AF relay in the region [−β,β] and
limits values outside this region. Our motivation for using
this function is to assess the benefits from clipping xsr but in
some context better relaying functions can be used. For ex-
ample the authors of [18] derived the best relaying function
in the sense of the raw BER when no direct link is assumed
and a BPSK modulation is used both at the source and re-
lay. In our context, the goal is different and the extension of
[18] to the case of QAM modulations does not seem to be
trivial. In the same spirit, [19] proposed an optimized relay-
ing function in the sense of the mutual information when no
direct link is assumed. The rationale for the proposed func-
tion (9) is that it preserves the important soft information
but does not needlessly expend power relaying large noise
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samples. Furthermore, it only requires the optimization of
a single parameter, that is, the clipping level β. In spite of the
seeming simplicity of the relaying function, however, calcu-
lating the p.d.f. of saturated Gaussian signals is known to be
intractable [20]. After passing the received signal through the
saturation function, the signal is scaled by some real param-
eter α which is chosen to satisfy the average unit power con-
straint. Of course, in order to ensure coherent reception at
the relay node, the incoming signal also has to be equalized.
Here, our choice is the MMSE (minimum MSE) equalizer:
xRsr(n) = Re[xsr(n)× (h∗sr/|hsr|2)]. Thus, the cooperation sig-
nal is xr(n) = α[ f Rβ (xRsr(n)) + j f Iβ (xIsr(n))], where α is such

that E[|xr|2] = 1, and f Rβ (·) and f Iβ (·) are defined identi-
cally since the real and imaginary parts are assumed to be
i.i.d. Due to the fact that the data and noise are independent
and by calculating the first and the second-order moments
(Appendix B) for the random clipped gaussian variable, we
find that

E
∣∣xr

∣∣2

= α2E
[
f 2
β

(
xRsr

)
+ f 2

β

(
xIsr

)] = 2α2E
[
f 2
β

(
xRsr

)]

= 2α2
√
Ms

∑
xR

{
σ2

sr

2
∣
∣hsr

∣
∣2 +

(
xR
)2

+
[
β2− σ2

sr

2
∣
∣hsr

∣
∣2 −

(
xR
)2
]

×
[
Q
(

β + xR

σ sr/
√

2
∣
∣hsr

∣
∣

)
+Q

(
β − xR

σ sr/
√

2
∣
∣hsr

∣
∣

)]

− σ sr

2
√
π
∣
∣hsr

∣
∣
[(
β + xR

)
e−(β−xR)

2
/σ2

sr/|hsr|2

+
(
β−xR)e−(β+xR)

2
/(σ2

sr/|hsr|2)
]
}

(10)

which can be set equal to 1 to find the scaling factor αβ that
satisfies the power constraint. Note that Q is the classical er-
ror function: Q(x) = (1/

√
2π)

∫∞
x e−t

2
dt. To find the clip-

ping level β, we minimize the MSE between the source signal
andthe signal received by the destination on the cooperation
channel:

J(β) = E

[∣
∣
∣∣

1
αβ

h∗rd∣∣hrd
∣∣2 yrd − x

∣
∣
∣∣

2]

(11)

= E

[∣
∣
∣∣ fβ

(
xRsr

)
+ j· fβ

(
xIsr

)
+

1
αβ

h∗rd∣∣hrd
∣∣2wrd − x

∣
∣
∣∣

2]

(12)

= 2
√
Ms

∑

xR

{

E
[
f 2
β

(
xR +

wR
sr

hsr

)
− 2xR fβ

(
xR +

wR
sr

hsr

)]

+
σ2

rd

α2
β

∣∣hrd
∣∣2 + 1

}

,

(13)

where we note that αβ is effectively a function of β since any
change in the clipping level affects the scaling required to sat-
isfy the power constraint. The β that minimizes this func-

tion cannot be written in closed form. However, it is purely
a function of the source-relay and relay-destination SNRs,
so it can be computed numerically offline using (13) and
the calculation of the first and second-order moments for
the clipped Gaussian (Appendix B) and stored in a lookup
table. Note that this implies that the relay needs to know
the SNRs on its channel both to the transmitter as well as
to the receiver, which was also the case in the QF proto-
col.

4. COMBINING SCHEMES

When the AF protocol is assumed at the relay, the optimum
combiner in terms of raw BER is the MRC. When using the
clipped version of the AF protocol this is no longer true since
the equivalent additive noise in the relay-destination chan-
nel is not Gaussian. As already mentioned, calculating the
pdf of saturated Gaussian signals is known to be intractable.
Therefore, we will still use the MRC at the destination when
the clipped AF is used. We will see through the simulation
analysis that this issue does not seem to be critical but de-
riving a better combiner might be seen as an extension of
this work. On the other hand, when QF is assumed, using
the MRC at the destination can lead to a significant perfor-
mance loss. In this respect the authors have shown in [21]
that using the DF protocol with a conventional MRC when
the relay is in bad reception conditions can severely degrade
the BER performance at the destination with respect to the
case without cooperation. This is in part because the relay
generates non-Gaussian residual decoding noise that is cor-
related with the useful signal. For the QF protocol the com-
biner choice might look less critical since the relay does not
make a decision on the transmitted symbols. However, for a
low number of quantization bits and relay receive SNR, the
answer is not clear. This is why we not only consider the MRC
but also propose a more sophisticated detector (namely, the
MLD) adapted to the QF protocol, which is derived as fol-
lows.

Assume the symbol transmitted by the source is x and
the quantizer output Q(xsr) = vi. The likelihood pML =
p(ysd, x̂rd | x) can be factorized as

pML = p
(
ysd | x

)
p
(
x̂rd | x, ysd

)

= p
(
ysd | x

) p
(
ysd | x̂rd, x

)
p
(
x̂rd, x

)

p
(
ysd | x

)
p
(
x
)

= p
(
ysd | x

) p
(
ysd | x

)
p
(
x̂rd | x

)
p
(
x
)

p
(
ysd | x

)
p
(
x
)

= p
(
ysd | x

)
p
(
x̂rd | x

)
,

(14)

where p(ysd | x) = (1/πσ2
sd) exp (−|ysd − hsdx|2/σ2

sd). To ex-
pand the second term p(x̂rd | x), we recall that X̂rd ∈ VR ×
VI = {v1, v2, . . . , vMr}, and we make use of the channel tran-
sitions probabilities Pk,� between complex representatives
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Figure 2: Influence of b on the performance when the uniform QF
protocol is used over static channels: raw BER versus SNRsr at the
output of the MRC for SNRrd = 10 dB with SNRsr= SNRsd + 10 dB.

(see Section 3.1) where we have defined PRk,� for the real part
of complex representatives. We have

p
(
x̂rd = vi | x

) =
∫

xsr

p
(
xsr, x̂rd = vi | x

)
dxsr

=
∫

xsr

p
(
xsr | x

)
p
(
x̂rd = vi | xsr

)
dxsr

=
Mr∑

j=1

[∫

xsr∈Sj
p
(
xsr | x

)
p
(
x̂rd = vi | xsr

)
dxsr

]

=
Mr∑

j=1

Pj,i

[∫

xsr∈Sj
p
(
xsr | x

)
dxsr

]

=
√

(Mr )∑

�=1

√
(Mr )∑

m=1

Pj,i

×
[∫ uR�+1

uR�

φ
(
t − xR)dt

∫ uIm+1

uIm

φ
(
t′ − xI)dt′

]
,

(15)

where the index j corresponds the symbol of the relay alpha-
bet (i.e., {1, . . . ,Mr}) associated with the pair of representa-
tives (vR� , vIm). Now, by denoting s = (s1, . . . , sN ), the vector of
bits associated with the source symbol x allows us to express
the log-likelihood ratio for the nth bit:

λ
(
sn
) = log

⎡

⎣

∑
s∈S(n)

1
p
(
ysd | x

)
p
(
x̂rd | x

)

∑
s∈S(n)

0
p
(
ysd | x

)
p
(
x̂rd | x

)

⎤

⎦, (16)

where the sets S(i)
1 and S(i)

0 are defined by S(n)
1 = {(s1, . . . , sN )

∈ {0, 1}N | sn=1} and S(n)
0 ={(s1, . . . , sN )∈{0, 1}N | sn = 0}.

If λ(sn) > 0, then ŝn = 1 and ŝn = 0 otherwise.

5. SIMULATION ANALYSIS

We assume a 4-QAM source and consider different simula-
tion scenarios with the following parameters:

(i) the channels can be either static (Gaussian or purely
Rician) or quasistatic (Rayleigh block-fading model);
in the latter case the channels are constant over a block
duration; each block comprises 100 symbols; we note
that the case of static channels can correspond to real
situations in wireless communications, for example,
fixed users using laptops connected to a hot-spot;

(ii) the relative quality of the relay: SNRsr[dB] =
SNRsd[dB] + ρ, where ρ ∈ {−5 dB, 0 dB, +10 dB};

(iii) the number of quantization bits used by the QF proto-
col: b ∈ {2, 6} (i.e., b/2 bits per subquantizer);

(iv) the relay-destination channel quality: SNRrd[dB] ∈
{0 dB, 10 dB, 30 dB} with SNRrd = 1/σ2

rd;
(v) the relaying scheme: AF, optimally clipped AF, uniform

QF, and optimum QF; for reference, we will consider
the case where no relay is available (a BPSK is then
used at the transmitter in order to make a fair com-
parison in terms of spectral efficiency) and also the full
cooperation case; the latter is defined as follows: σ rd→0
and the AF protocol is used; we will refer to this case as
the SIMO bound;

(vi) the combining scheme at the receiver: MRC or MLD.

5.1. Optimum QF versus uniform QF

All the simulations we performed showed one significant
drawback of the uniform QF relaying protocol. Both in static
and quasistatic channels, the receiver performance, when us-
ing the uniform QF protocol with MRC or MLD, is sensitive
to the choice of the number of quantization bits. This ten-
dency is clearly more marked for static channels. For exam-
ple, see Figures 2 and 3. Figure 2 shows that using the uni-
form QF with b = 6 bits can lead to a significant performance
loss. This appears when the source-relay SNR is sufficiently
large and the cooperation channel has medium quality. In
this situation it is better to decode and forward than quantize
and forward a signal that is not robust to cooperation chan-
nel noise. When b/2 = 1 the uniform QF roughly behaves like
DF while it behaves more like AF for b = 6, which explains
why the performance is better for b = 6 in Figure 3. Our
interpretation is that the uniform QF has only one degree
of freedom (namely, its quantization step) to adapt to SNRsr

and SNRrd. For a fixed number of bits, there will always be
scenarios where the performance of the uniform QF can be
much less than the optimum relaying scheme (AF, DF, or op-
timum QF) used in the considered setup. On the other hand,
the number of quantization bits has much less influence on
the performance of the optimum QF when the MLD is em-
ployed at the receiver. By analyzing many simulations, which
are not provided here due to lack of space, we have observed
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Figure 3: Influence of b on the performance when the uniform QF
protocol is used over static channels: raw BER versus SNRsr at the
output of the MRC for SNRrd = 10 dB with SNRsr= SNRsd − 5 dB.

that it is generally better to choose a sufficiently high num-
ber of bits (typically 3 bits per dimension) regardless of the
SNRs of the different channels. Our explanation is that the
optimum quantizer produces a grid of centroids that looks
like the source constellation. The constellation in the output
of the quantizer looks like a constellation with 2 resolution
levels: there are 4 clouds (for a 4-QAM) of centroids, with
each cloud comprising 2b−2 centroids that are typically con-
centrated around the cloud center. Depending on SNRsd and
SNRsr, the optimum QF can adapt both the location of the
cloud centers and the points around each center.

5.2. Comparison between the different
relaying protocols

Many simulations showed us the following trend: in qua-
sistatic channels, the receiver performs quite similarly no
matter which relaying protocol (AF, clipped AF, or opti-
mum QF) is used, provided that the preferred combin-
ing scheme is employed (i.e., the MRC is used for AF and
clipped AF, and MLD is used for optimum QF). This is
essentially due to the averaging effect of the channel con-
ditions. Figure 4 compares the receiver performance of AF
+ MRC with optimum QF + MLD. Figure 5 shows that
the conventional and clipped AF protocols perform simi-
larly. However, the relaying strategy is more influential in
static channels. Figure 6 shows a typical example. Other sim-
ulations with different numbers of quantization bits and
SNR values can be roughly summarized as follows: for low
and medium transmit or cooperation powers, the optimum
QF provides the best performance whereas the performance
loss in the high cooperation regime is always small, which
means that the SIMO bound is almost achieved by opti-
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Figure 4: Comparison between the optimum QF (b = 6) and
the AF schemes in quasistatic channels for SNRrd = 40 dB,
SNRsr = SNRsd + 10 dB.
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Figure 5: Comparison between the AF and clipped AF protocols in
quasistatic channels for SNRsr = SNRsd + 10 dB.

mum QF in the latter regime. Also the AF tends to per-
form better than the QF protocol in situations where the
source-relay channel is bad. Now let us comment on the
effect of clipping the signal received by a relay using the
AF protocol in static channels. The obtained performance
gain obtained by clipping depends on SNRsr and SNRrd.
For low and medium cooperation channel qualities, this
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Figure 6: Comparison of the different relaying schemes (AF,
clipped AF, optimum QF with b = 6) in static channels for
SNRsr = SNRsd + 10 dB with SNRrd = 10 dB.
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Figure 7: Influence of of the combining scheme for the opti-
mal QF scheme (b = 2) in quasistatic channels with {SNRrd =
40 dB, SNRsr= SNRsd + 10 dB}.

gain typically ranges from 0.5 dB to 1.5 dB, depending on
SNRsr. In the high cooperation regime, it is small and can
even be slightly negative since the clipped AF minimizes
the distortion while the AF reaches the SIMO bound when
SNRrd→∞.
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Figure 8: Influence of of the combining scheme for the opti-
mal QF scheme (b = 2) in quasistatic channels with {SNRrd =
10 dB, SNRsr= SNRsd − 10 dB}.

5.3. Importance of the combining scheme for
the QF protocol

As already mentioned, when optimum QF is assumed, the
facts that the receiver performance is not very sensitive to the
number of quantization bits and is close to that obtained by
the AF protocol is in part due to the use of the MLD instead
of MRC. This can be shown both in static and quasistatic
channels. In this subsection, we want to illustrate this point
by an explicit comparison. Figures 7 and 8, respectively, rep-
resent the receiver performance over quasistatic channels in
two markedly different scenarios: (a) a good relay, a good co-
operation channel, and b = 6; (b) a bad relay, a medium
quality cooperation channel, and b = 2. In both cases the
MLD brings a significant performance gain, which shows the
importance of using a receiver structure adapted to the as-
sumed relaying scheme.

6. CONCLUSION

We have proposed a low-complexity quantize-and-forward
scheme, which exploits the knowledge of the SNRs of the
source-relay and relay-destination channels. In static chan-
nels it generally performs close to or better than the conven-
tional or clipped AF protocols. Also, based on knowledge of
the SNRs, clipping can provide a nonnegligible (and almost
free in terms of complexity) gain with respect to the con-
ventional AF, whose value depends on the different SNRs.
Over Rayleigh block-fading channels, we have seen that the
optimum QF protocol, provided it is associated with an ML
detector, has generally similar performance to the conven-
tional or clipped AF protocols, whatever the simulation sce-
nario. Although the clipped AF and QF protocols can be
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shown not to be strictly equivalent for a high number of
quantization bits (because of the presence of the dequan-
tizer at the end of relay-destination channel), the follow-
ing comment can be made: since the optimum QF protocol
is both scalar and simple and generally performs closely to
the AF protocol, this shows that the proposed solution can
be seen as a way of implementing a channel-optimized AF-
type protocol in a digital relay transceiver. Now, if the re-
lay and receiver complexity can be relaxed, the proposed ap-
proach can be improved by exploiting the structure inherent
to channel coding, which can be seen as an extension of this
work.

APPENDICES

A. A SUFFICIENT CONDITION FOR CONVERGENCE OF
THE MSE IN THE OPTIMUM QUANTIZER DESIGN

First, we derive the MSE expression in our context:

DR
11 � E

(
X̂R

rd − XR
)2

=
∑

xR∈XR

∑

x̂Rrd∈VR

∫

wR
sr

(
x̂Rrd − xR

)2
p
(
x̂Rrd, xR,wR

sr

)
dwR

sr

=
∑

j

∑

�

∑

k

∫ uRk+1−xRj

uRk−xRj

(
xRj − vR�

)

× p
(
vR� | xRj ,wR
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)
p
(
xRj
)
p
(
wR
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)
dwR
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=
∑

j,k,�

(
xRj − vR�

)2
Pr
[
x̂Rrd = vR� | x̂Rsr = vRk

]

× p
(
xRj
)
∫ uRk+1−xRj
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φ
(
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)
dwR
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=
∑

j,k,�

p jPk,�
(
xRj − vR�

)2

=
∫ uRk+1

uRk

φ
(
t − xRj

)
dt.

(A.1)

Assume the transition levels to be fixed. Then the MSE
is a strictly convex function of vR� over R. Indeed, the second
partial derivative of the MSE with respect to v� is given by the

following expression: ∂2DR
11/∂(vR� )

2 = 2
∑

j,k p jPk,�
∫ uRk+1

uRk
φ(t −

xRj )dt. For all � ∈ {1, . . . ,L}, the strict positiveness of this
second derivative implies that updating the representatives
v� according to (5) cannot increase the overall MSE. Now, as-
sume the representatives are fixed. The second partial deriva-
tive of the MSE with respect to u� can be expanded as follows:

∂2DR
11

∂
(
uR�
)2
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(A.2)

where (a) φ′(t) � (dφ/dt)(t); (b) φ′(t) = −(2|hsr|2t/
σ2

sr)φ(t); (c) the optimum transition levels verify (∂DR
11/

∂uR� )(uR,∗
� ) = 0 for all �; (d) the channel input XR is assumed

to be a zero-mean random variable. As a consequence, if, for
all �, E[X̂R

rd | X̂R
sr = vR�+1] > E[X̂R

rd | X̂R
sr = vR� ], then updat-

ing the transition levels in the MSE cannot increase the MSE.
This gives a sufficient condition for the convergence of the
iterative algorithm under investigation.

B. FIRST- AND SECOND-ORDER MOMENTS OF
CLIPPED GAUSSIAN

Let z∼N (μ, σ2), and let fβ(·) be the clipping function de-
fined in (9). For β = 1, the first- and second-order moments
of a clipped Gaussian signal are then given by

E
[
f1(z)

] = 1√
2πσ2

∫∞
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+
1√

2πσ2
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1
e−(z−μ)2/2σ2

dz
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Table 1

Optimal quantizer Uniform quantizer

Creation∗ max {O(cL2A2/3), O(cS
√
MsLA2/3), O(cS

√
MsL2)} max {O(SL2

√
Ms), O(S

√
MsLA2/3)}

Storage∗ O(L) O(L)

Computation∗∗ O(L) O(L)
∗

Per SNR value.
∗∗Per symbol to quantize.

= μ +
1√
2π

σe−(1+μ)2/2σ2 − e−(1−μ)2/2σ2
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(
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]
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(B.1)

C. COMPLEXITY ANALYSIS FOR THE UNIFORM AND
OPTIMUM QF PROTOCOLS

See Table 1 c: number of iterations; A: accuracy in number of
used digits; S: number of tested points in the exhaustive search.
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A cellular neural/nonlinear network (CNN) is any spatial
arrangement of mainly locallycoupled cells, where each cell
has an input, an output, and a state that evolves accord-
ing to some prescribed dynamical laws. CNN represents a
paradigm for nonlinear spatial-temporal dynamics and the
core of the cellular wave computing (also called CNN tech-
nology). Partial differential equations (PDEs) or wave-like
phenomena are the computing primitives of CNN. Besides,
their suitability for physical implementation due to their
local connectivity makes CNNs very appropriate for high-
speed parallel signal processing.

Early CNN applications were mainly in image processing.
The possible availability of cellular processor arrays with a
high number of processing elements opened a new window
for the development of new applications and the recovery
of techniques traditionally conditioned by the slow speed of
conventional computers. Let us name as example image pro-
cessing techniques based on active contours or active wave
propagation, or applications within the medical image pro-
cessing framework (echocardiography, retinal image process-
ing, etc.) where fast processing provides new capabilities for
medical disease diagnosis.

On the other hand, emerging applications exploit the
complex spatiotemporal phenomena exhibited by multilayer
CNN and extend to the modelling of neural circuits for bio-
logical vision, motion, and higher brain function.

The aim of this special issue is to bring forth the synergy
between CNN and spatiotemporal signal processing through
new and significant contributions from active researchers in
these fields. Topics of interest include, but are not limited to:

• Theory of cellular nonlinear spatiotemporal phenom-
ena

• Analog-logic spatiotemporal algorithms
• Learning & design
• Bioinspired/neuromorphic arrays
• Physical VLSI implementations: integrated sensor/

processor/actuator arrays
• Applications including computing, communications,

and multimedia

• Circuits, architectures and systems in the nanoscale
regime

• Other areas in cellular neural networks and array com-
puting

Authors should follow the EURASIP Journal on Ad-
vances in Signal Processing manuscript format described
at http://www.hindawi.com/journals/asp/. Prospective au-
thors should submit an electronic copy of their complete
manuscript through the journal Manuscript Tracking Sys-
tem at http://mts.hindawi.com/, according to the following
timetable:

Manuscript Due September 15, 2008

First Round of Reviews December 15, 2008

Publication Date March 15, 2009

Guest Editors

David López Vilariño, Departamento de Electrónica y
Computación, Facultad de Fisica, Universidad de Santiago
de Compostela, 15782 Santiago de Compostela, Spain;
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Call for Papers

Technology advances and a growing field of applications have
been a constant driving factor for embedded systems over the
past years. However, the increasing complexity of embedded
systems and the emerging trend to interconnections between
them lead to new challenges. Intelligent solutions are neces-
sary to solve these challenges and to provide reliable and se-
cure systems to the customer under a strict time and financial
budget.

Typically, intelligent solutions often come up with an or-
thogonal and interdisciplinary approach in contrast to tra-
ditional ways of engineering solutions. Many possible in-
telligent methods for embedded systems are biologically in-
spired, such as neural networks and genetic algorithms. Mul-
tiagent systems are also prospective for an application for
nontime critical services of embedded systems. Another field
is soft computing which allows a sophisticated modeling and
processing of imprecise (sensory) data.

The goal of this special issue is to provide a forum for in-
novative smart solutions which have been applied in the em-
bedded systems domain and which are likely useful to solve
problems in other applications as well.

Original papers previously unpublished and not currently
under review by another journal are solicited. They should
cover one or more of the following topics:

• Smart embedded (real-time) systems
• Autonomous embedded systems
• Sensor networks and sensor node hardware/software

platforms
• Software tools for embedded systems
• Topology control and time synchronization
• Error tolerance, security, and robustness
• Network protocols and middleware for embedded sys-

tems
• Standardization of embedded software components
• Data gathering, aggregation, and dissemination
• Prototypes, applications, case studies, and test beds

Before submission authors should carefully read over the
journal’s Author Guidelines, which are located at http://www
.hindawi.com/journals/es/guidelines.html. Authors should
follow the EURASIP Journal on Embedded Systems manu-
script format described at the journal’s site http://www
.hindawi.com/journals/es/. Prospective authors should sub-
mit an electronic copy of their complete manuscript through
the journal’s Manuscript Tracking System at http://mts
.hindawi.com/, according to the following timetable:

Manuscript Due August 1, 2008

First Round of Reviews November 1, 2008

Publication Date February 1, 2009

Guest Editors

Bernhard Rinner, University of Klagenfurt, 9020 Klagen-
furt, Austria; bernhard.rinner@uni-klu.ac.at

Wilfried Elmenreich, University of Klagenfurt, 9020 Kla-
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Call for Papers
The recent development of high-throughput molecular ge-
netics technologies has brought a major impact to bioin-
formatics, genomics, and proteomics. Classical signal pro-
cessing techniques have found powerful applications in ex-
tracting and modeling the information provided by genomic
and proteomic data. This special issue calls for contributions
to modeling and processing of data arising in bioinformat-
ics, genomics, and proteomics using signal processing tech-
niques. Submissions are expected to address theoretical de-
velopments, computational aspects, or specific applications.
However, all successful submissions are required to be tech-
nically solid and provide a good integration of theory with
practical data.

Suitable topics for this special issue include but are not
limited to:

• Time-frequency representations
• Spectral analysis
• Estimation and detection
• Stochastic modeling of gene regulatory networks
• Signal processing for microarray analysis
• Denoising of genomic data
• Data compression
• Pattern recognition
• Signal processing methods in sequence analysis
• Signal processing for proteomics

Authors should follow the EURASIP Journal on Bioinfor-
matics and Systems Biology manuscript format described
at the journal site http://www.hindawi.com/journals/bsb/.
Prospective authors should submit an electronic copy of
their complete manuscript through the EURASIP Journal on
Bioinformatics and Systems Biology’s Manuscript Tracking
System at http://mts.hindawi.com/, according to the follow-
ing timetable:

Manuscript Due June 1, 2008

First Round of Reviews September 1, 2008

Publication Date December 1, 2008

Guest Editors

Erchin Serpedin, Department of Electrical and Computer
Engineering, Texas A&M University, College Station, TX
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Call for Papers

We are particularly interested in contributions, which eluci-
date the relationship between structure or dynamics of bi-
ological networks and biological function. This relationship
may be observed on different scales, for example, on a global
scale, or on the level of subnetworks or motifs.

Several levels exist on which to relate biological function to
network structure. Given molecular biological interactions,
networks may be analysed with respect to their structural and
dynamical patterns, which are associated with phenotypes of
interest. On the other hand, experimental profiles (e.g., time
series, disturbations) can be used to reverse engineer network
structures based on a model of the underlying functional net-
work.

Is it possible to detect the interesting features with the cur-
rent methods? And how is our picture of the relationsship
between network structure and biological function affected
by the choice of methods?

Perspectives both from simulation approaches as well
as the evaluation of experimental data and combinations
thereof are welcome and will be integrated within this spe-
cial issue.

Authors should follow the EURASIP Journal on Bioin-
formatics and Systems Biology manuscript format described
at the journal site http://www.hindawi.com/journals/bsb/.
Prospective authors should submit an electronic copy of their
complete manuscript through the journal Manuscript Track-
ing System at http://mts.hindawi.com/, according to the fol-
lowing timetable:

Manuscript Due June 1, 2008

First Round of Reviews September 1, 2008

Publication Date December 1, 2008

Guest Editors
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Special Issue on

Wireless Access in Vehicular Environments

Call for Papers
Wireless access in vehicular environments (WAVE) technol-
ogy comes into sight as a state-of-the-art solution to con-
temporary vehicular communications, which is anticipated
to be widely applied in the near future to radically im-
prove the transportation environment in aspects of safety,
intelligent management, and data exchange services. WAVE
systems will fundamentally smooth the progress of intelli-
gent transportation systems (ITSs) by providing them with
high-performance physical platforms. WAVE systems will
build upon the IEEE 802.11p standard, which is still active
and expected to be ratified in April, 2009. Meanwhile, the
VHF/UHF (700 MHz) band vehicular communication sys-
tems are attracting increasingly attention recently.

The fast varying and harsh vehicular environment brings
about several fresh research topics on the study of WAVE sys-
tems and future vehicular communication systems, which in-
clude physical layer challenges associated with mobile chan-
nels, capacity evaluation, novel network configuration, effec-
tive media access control (MAC) protocols, and robust rout-
ing and congestion control schemes.

The objective of this special section is to gather and cir-
culate recent progresses in this fast developing area of WAVE
and future vehicular communication systems spanning from
theoretical analysis to testbed setup, and from physical/MAC
layers’ enabling technology to network protocol. These re-
search and implementation activities will be considerably
helpful to the design of WAVE and future vehicular commu-
nications systems by removing major technical barriers and
presenting theoretical guidance. This special issue will cover,
but not limited to, the following main topics:

• 700 MHz/5.8 GHz vehicle-to-vehicle (V2V)/vehicle-
to-infrastructure (V2I) single-input single-output
(SISO)/MIMO channel measurement and modeling,
channel spatial and temporal characteristics explo-
ration

• Doppler shift study, evaluation and estimate, time and
frequency synchronizations, channel estimate and pre-
diction

• Utilization of MIMO, space-time coding, smart an-
tenna, adaptive modulation and coding

• Performance study and capacity analysis of V2V and
V2I communications operating over both 5.8GHz and
700Mz

• Software radio, cognitive radio, and dynamic spectrum
access technologies applied to WAVE and future vehic-
ular communication systems

• Mesh network and other novel network configurations
for vehicular networks

• Efficient MAC protocols development
• Routing algorithms and congestion control schemes

for both real-time traffic warning message broadcast-
ing and high-speed data exchange

• Cross-layer design and optimization
• Testbed or prototype activities

Authors should follow the EURASIP Journal on Wire-
less Communications and Networking manuscript for-
mat described at the journal site http://www.hindawi.com/
journals/wcn/. Prospective authors should submit an elec-
tronic copy of their complete manuscript through the
EURASIP Journal on Wireless Communications and Net-
working’s Manuscript Tracking System at http://mts.hindawi
.com/, according to the following timetable.
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